
Titan X3M 30K 

TX3M-50-29.8
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LITHIUM TITANIUM OXIDE (LTO)

Battery Side
Battery Cell Type
Battery Module Capacity
No. of modules
Total battery capacity
Nominal Voltage
Operating Voltage Range
Battery Cell Charge/Discharge Rate
Cabinet Charge/Discharge Rate
DoD
Max Input Voltage
Min. Input Voltage
Number of DC inputs
Strings Configuration
Life cycles

Li4T5O12 (LTO)
2,484kWh
12*1
29,8kWh
662,4V
518,4-763,2V
4,6C
1,67C
100%
VxR
VxR
VxR
1P288S
>30 000

General
Dimensions (WxDxH)
Weight
Installtion Site
IP Protection
Anti Corrosion level

Operation Temperature
Communication port
Communication protocol
Cooling Method

1183x1034x2096mm
1800kg
Indoor/Outdoor
IP65
C5

-40°C - +55°C
Ethernet;CAN
CAN;MODBUS TCP/IP/RTU
Air Cooled

Designad & utvecklad i Sverige

LTO Celler
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LITHIUM TITANIUM OXIDE (LTO)

STS Sömlös backupdrift

Drivs av Svensk AI



PV SIDE
Max. Input Power (kW)

Nominal Input Voltage (V)

Max. Input Voltage (V)
MPPT Voltage Range (V)
Startup Voltage (V)

Max. Input Current per MPPT (A)
Max. Short Circuit Current per MPPT (A)
Number of MPPT
Number of inputs per MPPT

75kW

620V

1000V
165 ~ 850V

200V

42/32/42/32
55/42/55/42

4
2

AC SIDE (On Grid)
Nominal Output Power (kW)
Nominal Apparent Power Output to Utility Grid (VA)
Max. Apparent Power Output to Utility Grid (VA)
Max. Apparent Power from Utility Grid (VA)
Nominal Output Voltage (V)
Output Voltage Range (V)
Nominal AC Grid Frequency (Hz)
AC Grid Frequency Range (Hz)

Max. AC Current Output to Utility Grid (A)

Max. AC Current From Utility Grid (A)
Power Factor
Max. Total Harmonic Distortion

50kW
50000VA
50000VA
50000VA

380 / 400. 3L / N / PE
176~276

50/60
45 ~ 65

75,8

75,8
~1 (adjustable from 0.8 leading to 0.8 lagging)

<3%
AC SIDE (Off Grid)
Back-up Nominal Apparent Power (VA)

Max. Output Apparent Power (VA)

Max. Output Current (A)
Nominal Output Voltage (V)
Nominal Output Frequency (Hz)
Output THDV (@Linear Load)

50VA

55000 (60000 @ 60sec, 75000 @ 10sec)
83,3

380 / 400. 3L / N / PE
50/60
<3%

Protection
Residual Current Monitoring

Operating Temperature Range (°C)

PV Reverse Polarity Protection
Battery Reverse Polarity

Protection

Anti-islanding Protection

AC Overcurrent Protection

AC Short Circuit Protection
AC Overvoltage Protection
DC Switch
DC Surge Protection
AC Surge Protection
AFCI
Remote Shutdown

Integrated
Integrated
Integrated

Integrated

Integrated

Integrated

Integrated
Integrated
Integrated

Type II (Type I + II Optional)
Type II

Optional
Integrated

General data

Max. Operating Altitude (m)
Cooling method
User Interface
Communication with BMS
Communication with Meter
Communication with Portal
Weight (kg)
Dimension (W × H × D mm)
Topology
Self-consumption at Night (W)
Ingress Protection Rating
Mounting Method

-35°C - +60°C
4000

Smart Fan Cooling
LED, WLAN + APP

CAN
RS485

LAN /4G (Optional)
65kg

520x660x260mm
Non-Isolated

< 15
IP66

Wall Mounted


